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1
PERIPHERAL COMPONENT
INTERCONNECT RISER CAGE FASTENER

BACKGROUND

A peripheral component interconnect (PCI) riser cage
holds PCI cards, such as graphics, audio, and storage cards.
The PCI riser cage is connected to a server chassis. The PCI
riser cage is secured to the server chassis using fasteners.

BRIEF DESCRIPTION OF THE DRAWINGS

Non-limiting examples of the present disclosure are
described in the following description, read with reference to
the figures attached hereto and do not limit the scope of the
claims. In the figures, identical and similar structures, ele-
ments or parts thereof that appear in more than one figure are
generally labeled with the same or similar references in the
figures in which they appear. Dimensions of components and
features illustrated in the figures are chosen primarily for
convenience and clarity of presentation and are not necessar-
ily to scale. Referring to the attached figures:

FIG. 1 illustrates a block diagram of a fastener useable with
a PClI riser cage according to an example;

FIG. 2 illustrates the fastener of FIG. 1 according to an
example;

FIG. 3 illustrates a block diagram of an assembly useable
with a PCI riser cage according to an example;

FIGS. 4, 4A and 5 illustrate the assembly of FIG. 3 accord-
ing to examples;

FIGS. 6A-6D illustrate an example of the operation of the
fastener of FIG. 3 at various positions; and

FIG. 7 illustrates a flow chart of a method to secure a PCI
riser cage according to an example.

DETAILED DESCRIPTION

In the following detailed description, reference is made to
the accompanying drawings which form a part hereof, and in
which is depicted by way of illustration specific examples in
which the present disclosure may be practiced. It is to be
understood that other examples may be utilized and structural
or logical changes may be made without departing from the
scope of the present disclosure.

A peripheral component interconnect (PCI) riser cage is
secured to the server chassis using fasteners. The fasteners
typically include a fastener head that requires a tool to access
and tighten the fastener. Oftentimes, use oftools to tighten the
fastener is difficult, since the space to access the fastener is
limited. Moreover, the use of additional tools takes additional
time and may even require a user to read instructions and
position the tool in a specific position thereon.

In examples, a fastener useable with a peripheral compo-
nent interconnect (PCI) riser cage is provided. The fastener
includes a body, a rotation limiter, and a housing. The body
includes an engagement end that engages with a receptacle on
a sub-pan and a cap end that positions the body. The rotation
limiter includes a receiving member and a positioning mem-
ber. The receiving member couples with the body. The posi-
tioning member extends from the rotation limiter to limit
rotation of the body coupled thereto. The housing receives the
rotation limiter and the body. The housing includes a rotation
aperture that receives a positioning member such that the
rotation limiter is rotatable along the rotation aperture. The
housing further includes a lateral aperture to receive the body
such that the body is inserted through the lateral aperture and
coupled to the rotation limiter. The fastener provided herein
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2

secures the PCI riser cage by limiting rotation of the fastener
and does not require the use of tools.

FIG. 1 illustrates a block diagram of a fastener 100 useable
with a peripheral component interconnect (PCI) riser cage
according to an example. The fastener 100 includes a body
120, a spring 140, a rotation limiter 160, and a housing 180.
The body 120 includes an engagement end and a cap end. The
engagement end engages with a receptacle on a sub-pan. The
cap end positions the body 120. The spring 140 is connected
to the body 120 between the engagement end and the cap end
and positions the body 120.

The rotation limiter 160 includes a receiving member and
a positioning member. The receiving member couples with
the body 120. Once coupled, the body 120 and the rotation
limiter 160 move together as a unitary member. The position-
ing member extends from the receiving member and is
received by the housing 180 to limit rotation of the body 120
coupled thereto.

The housing 180 receives the rotation limiter 160 and the
body 120. The housing 180 includes a rotation aperture and a
lateral aperture. The rotation aperture extends longitudinally
therein and receives the positioning member such that the
rotation limiter 160 is rotatable along the rotation aperture.
The lateral aperture extends laterally therethrough and
receives the body 120 such that the body 120 is inserted
through the lateral aperture and coupled to the receiving
member of the rotation limiter 160.

FIG. 2 illustrates the fastener 100 of FIG. 1 according to an
example. The fastener 100 as illustrated includes the body
120, a spring 140, a rotation limiter 160, and a housing 180.
Thebody 120 extends through a system board and connects to
a receptacle on a sub-pan. The body 120 includes an engage-
ment end 222 and a cap end 224. The engagement end 222
engages with the receptacle on a sub-pan. The engagement
end 222 comprises a threaded member 226 that engages with
the receptacle.

The cap end 224 positions the body 120 using, for example,
a cap 230 attached thereto. For example, the cap 230 includes
a wire 232 extending from the cap end 224 and a tab 234
attached to the wire 232. The tab 234 rotates around the wire
232. The rotation of the tab 234 is illustrated as movement
around an X axis between an active and an inactive state. In
the active state, the tab 234 extends longitudinally from the
body 120 and is utilized to rotate the body 120 and fasten to a
PCl riser card to a system board. In the inactive state, the tab
234 is rotated to extend laterally from the body 120. For
example, the tab 234 may extend perpendicular from the body
120 and lie flush with the cap end 224 ofthe body 120 to avoid
interfering with the assembly.

The spring 140 connects to the body 120 between the
engagement end 222 and the cap end 224. The spring 140
positions the body 120 longitudinally therein. The spring 140
is moveable between a compressed position and expanded
position, as illustrated in FIGS. 6 A-6D below.

The rotation limiter 160 is received by the housing 180 and
limits the rotation ofthe fastener 100 between a first point, P1,
and a second point, P2, on the housing 180. The first point, P1,
and the second point, P2, are, for example, one hundred and
eighty degrees apart. The rotation limiter 160 includes a
receiving member 262 and a positioning member 264. The
receiving member 262 couples with the body 120 and holds
the body 120 and the rotation limiter 160 together. Once
coupled, the body 120 and the rotation limiter 160 move
together as a unitary member. For example, the rotation lim-
iter 160 is illustrated with the receiving member 262 having a
double D shape, i.e., two straight edges illustrated as edges
A-B and two rounded edges illustrated as edges C-D, that
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receive and engage with the body 120. The double D shape
enables rotation of the body 120 and the rotation limiter 160
as a single or unitary member. The positioning member 264
extends from the rotation limiter 160 and limits rotation of the
body 120 coupled thereto.

The housing 180 receives the rotation limiter 160 and the
body 120. The housing 180 includes a rotation aperture 284
and a lateral aperture 282. The rotation aperture 284 extends
longitudinally therein and receives the rotation limiter 160
such that the positioning member 264 is rotatable along the
rotation aperture 284. The lateral aperture 282 extends later-
ally therethrough and receives the body 120 such that the
body 120 is insertable through the lateral aperture 282 and
couples to the receiving member 262 of the rotation limiter
160. After the body 120 is inserted into the housing 180 and
through the rotation limiter 160, the engagement of the body
120 and the receiving member 262 and the positioning mem-
ber 264 and the rotation aperture limits rotation of the rotation
limiter 160 and the body 120 thereabout.

The housing 180 may further include a biasing member
286 that engages with the spring 140 and positions the body
120. For example, the biasing member 286 may be a lip or
ledge in the housing 180 that causes the spring 140 to com-
press as the body 120 is rotated and engages with the recep-
tacle. For example, the receptacle includes a receiving aper-
ture with an engagement member extending therefrom. The
engagement between the body 120 and the engagement mem-
ber secures the fastener 100 therein.

FIG. 3 illustrates a block diagram of an assembly 300
useable with a PCI riser cage according to an example. The
assembly 300 includes a fastener 100 and a receptacle 320.
The fastener 100 includes a body 120, a spring 140, a rotation
limiter 160, and a housing 180. The body 120 includes an
engagement end 222 and a cap end 224. The engagement end
222 engages with a receptacle 320 on a sub-pan. The cap end
224 positions the body 120. The spring 140 connects to the
body 120 between the engagement end 222 and the cap end
224 and positions the body 120 longitudinally therein.

The rotation limiter 160 includes a receiving member 262
and a positioning member 264. The receiving member 262
couples with the body 120 and holds the body 120. Once
coupled, the body 120 and the rotation limiter 160 move
together as a unitary member. The positioning member 264
extends from the rotation limiter 160 and is received by the
housing 180, which limits rotation of the body 120 coupled
thereto.

The housing 180 receives the rotation limiter 160 and the
body 120. The housing 180 includes a rotation aperture 284
and a lateral aperture 282. The rotation aperture 284 extends
longitudinally therein and receives the rotation limiter 160
such that the positioning member 264 is rotatable along the
rotation aperture 284. For example, the rotation limiter 160
slides into the rotation aperture 284 with the positioning
member 264 extending into or along the rotation aperture
284. The lateral aperture 282 extends laterally therethrough
and receives the body 120 such that the body 120 is insertable
through the lateral aperture 282 and couples to the receiving
member 262 of the rotation limiter 160. The body 120 holds
the rotation limiter 16 therein.

The receptacle 320 receives the fastener 100. The recep-
tacle 320 includes an engagement member 340 that engages
with the engagement end 222 of the body 120 and secures the
body 120 thereto.

FIGS. 4-6 illustrate the assembly of FIG. 3 according to
examples. The assembly includes a fastener 100 and a recep-
tacle 320.
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The fastener 100 includes body 120, a spring 140, a rota-
tion limiter 160, and a housing 180. The body 120 includes an
engagement end 222 and a cap end 224. The engagement end
222 engages with a receptacle 320 on a sub-pan. For example,
the engagement end 222 includes a threaded member 226 that
engages with the engagement member 340 of the receptacle
320. The cap end 224 positions the body 120 using, for
example, a cap 230 attached to the cap end 224 of the body
120. For example, the cap 230 includes a wire 232 extending
from the cap end 224 and a tab 234 attached to the wire 232.
The tab 234 rotates around the wire 232. The rotation of the
tab 234 is illustrated as movement around an X axis between
an active state, T1, and an inactive state, T2. For example,
FIG. 4 illustrates the tab 234 in the active state, T1, and FIG.
5 illustrates the tab 234 in the inactive state, T2. Referring to
FIG. 4, in the active state, T1, the tab 234 extends longitudi-
nally from the body 120 and is utilized to rotate the body 120
and fasten a PCI riser card to a system board. Referring to
FIG. 5, inthe inactive state, T2, the tab 234 is rotated to extend
laterally from the body 120. For example, the tab 234 may lie
flush with the cap end 224 of the body 120 to avoid interfering
with the assembly.

The spring 140 connects to the body 120 between the
engagement end 222 and the cap end 224 and positions the
body 120 longitudinally therein. The spring 140 is moveable
between a compressed position and expanded position, as
illustrated in FIGS. 6 A-6D below.

The rotation limiter 160 is received by the housing 180,
which limits the rotation of the fastener 100 on the housing
180. For example, the rotation may be limited between a first
point, P1, and a second point, P2, that are one hundred and
eighty degrees apart. The rotation limiter 160 includes a
receiving member 262 and a positioning member 264. The
receiving member 262 couples with the body 120 and holds
the body 120 and the rotation limiter 160 together. Once
coupled, the body 120 and the rotation limiter 160 move
together as a unitary member. For example, the rotation lim-
iter 160 is illustrated with the receiving member 262 having a
double D shape to engage with the body 120. The double D
shape enables rotation of the body 120 and the rotation limiter
160 as a single or unitary member. The positioning member
264 extends from the rotation limiter 160 to limit rotation of
the body 120 coupled thereto.

As shown by FIG. 4A, the housing 180 receives the rotation
limiter 160 and the body 120. The housing 180 includes a
rotation aperture 284 and a lateral aperture 282. The rotation
aperture 284 extends longitudinally therein and receives the
rotation limiter 160 such that the positioning member 264 is
rotatable along the rotation aperture 284. The lateral aperture
282 extends laterally therethrough and receives the body 120
such that the body 120 is inserted through the lateral aperture
282 and coupled to the receiving member 262 of the rotation
limiter 160. After the body 120 is inserted into the housing
180 and through the rotation limiter 160, the engagement of
the body 120 and the receiving member 262 and the position-
ing member 264 and the rotation aperture 284 limits rotation
of the rotation limiter 160 and the body 120 thereabout.

The housing 180 further includes a biasing member 286 to
engage with the spring 140 and position the body 120. For
example, the biasing member 286 may be a lip or ledge in the
housing 180 that causes the spring 140 to compress as the
body 120 rotates and engages with the receptacle. The
engagement between the body 120 and the engagement mem-
ber 340 secures the fastener 100 thereto.

The receptacle 320 receives the fastener 100. The recep-
tacle 320 includes an engagement member 340 that engages
with the engagement end 222 of the body 120. For example,
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the receptacle 320 includes a receiving aperture 442 with a
protrusion 444 extending therefrom that forms the engage-
ment member 340. The engagement member 340 may further
include a plurality of convex protrusions 444, illustrated as a
pair of convex protrusions extending from the receiving aper-
ture 422 to engage with and secure the engagement end 222 of
the body 120 thereto. The receptacle 320, as illustrated in
FIG. 4, is attached to the sub-pan that receives a system board,
using for example, a pair of connection members 446.

Referring to FIG. 5, the assembly 300 is illustrated
attached to a sub-pan 510 with a system board 520 and a PCI
riser cage 530 thereon. FIGS. 6 A-6D illustrate further details
of the assembly 300 useable with the system board 520 and
PClriser cage 530 of F1IG. 5. FIGS. 5 and 6 A-6D illustrate the
system board 520 including a board aperture 620 for the body
120 to extend through and connect to the receptacle 320 on
the sub-pan 510. The PCl riser cage 530 attaches to the system
board 520 on the sub-pan 510.

Referring to FIG. 5, the assembly 300 includes two fasten-
ers 100 attaching the PCI riser cage 530 to the sub-pan 410
with the system board 520 attached. The fasteners 100 are
illustrated with the tabs 234 in the inactive state, T2, with the
tabs 234 approximately level or flush with the PCI riser cage
530 and the cap end 224 of the body 120. In this position, the
tabs 234 do not interfere with the functioning or positioning
of the PCI riser cage 530 or system board 520.

Referring to FIGS. 6 A-6D an example of the operation of
the fastener 100 at various positions is illustrated. The fas-
tener 100 is illustrated to include the body 120 with a cap 230
attached to the body 120. The cap 230 is attached such that the
cap 230 is useable by a user to rotate the body 120 around the
Y axis. The cap 230 as illustrated includes a wire 232 extend-
ing from the cap end 224 of the body 120 and a tab 234
attached thereto such that the tab 234 is movable around the
wire 232. The wire 232 is illustrated to lie along the X axis.

FIG. 6 A illustrates the tab 234 in the plane of the X axis and
lies approximately level or flush to the PCI riser cage 530 in,
for example, an inactive state, T2. In FIG. 6B, the tab 234 is
rotated around the wire 232 along the X axis and is positioned
in the plane of the Y axis in, for example, an active state, T1.

Referring to FIGS. 6 A-6B, the spring 140 is compressed
S1 and the positioning member 282 is at a first point, P1. The
spring 140 remains compressed S1 as the threaded member
226 ofthe body 120 remains engaged with the receptacle 320.
When the spring 140 is compressed S1, the spring 140 is held
on the body 120 by the cap end 224 and the biasing member
286 in the housing 180 that applies the pressure that holds the
spring 140 in the compressed S1 state.

Rotation of the body 120 between the positions illustrated
in FIGS. 6A-6D, moves the fastener 100 between a locked
state, L1, and an unlocked state, 2. In the locked state, L1,
illustrated in FIGS. 6 A-6B, the engagement end 222 engages
with the engagement member 340 of the receptacle 320 and
compresses S1 the spring 140 such that the PCl riser cage 530
is secured to the sub-pan 510. In the unlocked state, .2,
illustrated in FIG. 6D, the spring 140 expands S2 and the
engagement end 222 releases from engagement with the
engagement member 340 of the receptacle 320. The fastener
100 may similarly move from the unlocked state, 1.2, to the
locked state, L1, by moving in reverse order from FIG. 6D
through 6A.

For example, the body 120 is rotated one hundred and
eighty degrees between FIGS. 6B-6D using the tab 234 to
rotate the body 120 coupled to the rotation limiter 160. In
FIG. 6B, the fastener 100 begins at the first point, P1, with the
body 120 rotated zero degrees. FIG. 6C illustrates the fastener
100 rotated ninety degrees, and FIG. 6D illustrates the fas-
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tener rotated another ninety degrees, such that the positioning
member 282 reaches the second point, P2. The rotation of the
body 120 one hundred eighty degrees, between points P1 and
P2, releases the threaded member 226 from the receptacle
320. As the threaded member 226 releases from the receptacle
320, the spring 140 expands S2. The expansion of the spring
140 causes the threaded member 226 of the engagement end
222 ofthe body 120 to come out of connection with or release
from the receptacle 320. Moreover, the spring 140 expands S2
since the cap end 224 and the biasing member 286 are not
applying pressure to keep the spring 140 compressed S1.

FIG. 7 illustrates a flow chart 700 of a method to secure a
PCI riser cage according to an example. In block 720, the
method provides the fastener to attach the PCI riser cage to a
sub-pan. The fastener includes a body, a rotation limiter, and
a housing. The body includes an engagement end that
engages with a receptacle on a sub-pan and a cap end to
position the body. The rotation limiter includes a receiving
member that couples with the body and a positioning member
extending from the rotation limiter to limit rotation of the
body coupled thereto. The housing receives the rotation lim-
iter and the body. The housing includes a rotation aperture and
a lateral aperture. The rotation aperture extends longitudi-
nally therein and receives the positioning member such that
the rotation limiter is rotatable along the rotation aperture.
The lateral aperture extends laterally therethrough and
receives the body such that the body is inserted through the
lateral aperture and coupled to the receiving member of the
rotation limiter.

The fastener is inserted into the PClI riser cage and through
a system board, in block 740. The PCI riser cage and the
system board each include at least one aperture aligned to
receive the fastener. In block 760, the fastener is rotated and
engages the fastener with a receptacle on a sub-pan and
secures the PCI riser cage thereon. Rotation of the fastener
includes, for example, limiting rotation of the fastener, such
as limiting rotation to at most one hundred eighty degrees
between a first point and second point. The rotation may be
performed by a user and aided through the use of a cap that
rotates the body, and engages the engagement end of the
fastener with an engagement member on the receptacle. The
cap may include, for example, a tab and a wire that enables the
tab to move between an active and an inactive state, such that
the tab lies approximately level or flush with the PCI riser
cage when the tab is not in use. The tab is also rotatable such
that the tab extends from the body of the fastener and is
useable to rotate the fastener around the Y axis, as illustrated
in FIGS. 2, 4, and 6 A-6D above.

The receptacle includes an engagement member that the
engagement end engages with. The engagement member may
include a receiving aperture with a plurality of convex pro-
trusions that engage with the engagement end of the fastener.
As the engagement end engages with the receptacle, a spring
on the body may be compressed by a biasing member in the
housing to hold the PCI riser cage and reduce movement of
the PCI riser cage fastened thereto. Similarly, as the engage-
ment end releases from the receptacle, the spring expands and
moves the threaded member out of engagement with the
engagement member.

The present disclosure has been described using non-lim-
iting detailed descriptions of examples thereof and is not
intended to limit the scope of the present disclosure. It should
be understood that features and/or operations described with
respect to one example may be used with other examples and
that not all examples of the present disclosure have all of the
features and/or operations illustrated in a particular figure or
described with respect to one of the examples. Variations of
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examples described will occur to persons of the art. Further-
more, the terms “comprise,” “include,” “have” and their con-
jugates, shall mean, when used in the present disclosure and/
or claims, “including but not necessarily limited to.”

It is noted that some of the above described examples may
include structure, acts or details of structures and acts that
may not be essential to the present disclosure and are intended
to be exemplary. Structure and acts described herein are
replaceable by equivalents, which perform the same function,
even if the structure or acts are different, as known in the art.
Therefore, the scope of the present disclosure is limited only
by the elements and limitations as used in the claims.

What is claimed is:

1. A fastener useable with a peripheral component inter-
connect (PCI) riser cage, the fastener comprising:

a body with an engagement end and a cap end, the engage-
ment end to engage with a receptacle on a sub-pan, the
cap end to position the body;

a spring connected to the body between the engagement
end and the cap end to position the body;

a rotation limiter including a receiving member with a
double D shape to couple with the body, such that the
body and the rotation limiter move together as a unitary
member, and a positioning member extending from the
rotation limiter to limit rotation of the body coupled
thereto; and

a housing to receive the rotation limiter and the body, the
housing includes a rotation aperture and a lateral aper-
ture,
the rotation aperture extending longitudinally therein to

receive the positioning member such that the rotation
limiter is rotatable along the rotation aperture,

the lateral aperture extending laterally therethrough to
receive the body such that the body is inserted through
the lateral aperture, positioned by the spring, and
coupled to the receiving member of the rotation lim-
iter.

2. The fastener of claim 1, wherein the body extends
through a system board and connects to a receptacle on a
sub-pan.

3. The fastener of claim 2, wherein the engagement end
comprises a threaded member to engage with the receptacle.

4. The fastener of claim 1, further comprising a cap
attached to the cap end of the body to position the body.

5. The fastener of claim 4, wherein the cap comprises a wire
extending from the cap end of the body and a tab attached
thereto.

6. The fastener of claim 1, wherein the rotation limiter
enables rotation of the fastener between a first point and a
second point.

7. The fastener of claim 6, wherein the first point and the
second point are one hundred and eighty degrees apart.

8. The fastener of claim 1, wherein the housing further
comprises a biasing member, the biasing member includes a
lip in the housing that causes the spring to compress as the
body is rotated and engages with the receptacle.

9. An assembly usable with a peripheral component inter-
connect (PCI) riser cage, the assembly comprising:

a fastener including:

a body with an engagement end and a cap end, the
engagement end to engage with a receptacle on a
sub-pan, the cap end to position the body,

a spring connected to the body between the engagement
end and the cap end to position the body,

a rotation limiter including a receiving member with a
double D shape to couple with a portion of the body to
hold the body and the rotation limiter together, and a
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positioning member to couple with the engagement
end of the body, the positioning member extending
from the rotation limiter to limit rotation of the body
coupled thereto; and
ahousing includes a rotation aperture and a lateral aper-
ture that receives the rotation limiter and the body,
the rotation aperture extending longitudinally therein
to receive the positioning member such that the
rotation limiter is rotatable along the rotation aper-
ture,

the lateral aperture extending laterally therethrough to
receive the body such that the body is inserted
through the lateral aperture, positioned using the
spring, and coupled to the receiving member of the
rotation limiter; and

areceptacleto receive the fastener, the receptacle including

an engagement member to engage with the engagement

end of the body.

10. The assembly of claim 9, wherein the receptacle com-
prises a receiving aperture with the engagement member
extending therefrom to engage with and secure the engage-
ment end of the body thereto.

11. The assembly of claim 10, wherein the engagement end
comprises a threaded member to engage with the engagement
member of the receptacle.

12. The assembly of claim 9, wherein the receptacle is
attached to the sub-pan.

13. The assembly of claim 9, wherein the PCI riser cage
attaches to a system board on the sub-pan.

14. The assembly of claim 9, further comprising a system
board, the system board including a board aperture for the
body to extend through and connect to the receptacle.

15. The assembly of claim 9, further comprising a cap
attached to the body to enable rotation of the body.

16. The assembly of claim 9, wherein the housing further
comprises a biasing member to engage with the spring and
position the body.

17. The assembly of claim 9, wherein the rotation limiter
and the housing permit rotation of the body one hundred and
eighty degrees.

18. The assembly of claim 9, wherein rotation of the body
moves the fastener between a locked state and an unlocked
state,

in the locked state the engagement end engages with the

engagement member and compresses the spring such

that the PCI riser cage is secured to the sub-pan, and

in the unlocked state, the spring expands and the engage-
ment end releases from engagement with the engage-
ment member.

19. A method to secure a peripheral component intercon-
nect (PCI) riser cage, the method comprising:

providing the fastener to attach the PCI riser cage, the

fastener including fastener including:

a body with an engagement end and a cap end, the
engagement end to engage with a receptacle on a
sub-pan, the cap end to position the body;

a rotation limiter including a receiving member with a
double D shape to couple with a portion of the body
and to move with the body as a unitary member, and a
positioning member extending from the rotation lim-
iter to limit rotation of the body coupled thereto; and

ahousing to receive the rotation limiter and the body, the
housing includes a rotation aperture and a lateral aper-
ture,
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the rotation aperture extending longitudinally therein
to receive the positioning member such that the
rotation limiter is rotatable along the rotation aper-
ture,
the lateral aperture extending laterally therethrough to
receive the body such that the body is inserted
through the lateral aperture and coupled to the
receiving member of the rotation limiter;
inserting the fastener into the PCI riser cage and through a
system board; and
rotating the fastener to engage the fastener with a recep-
tacle on a sub-pan and secure the PCI riser cage thereon.
20. The method of claim 19, wherein rotating the fastener
further comprises limiting rotation of the fastener degrees to
engage the engagement end with an engagement member on
the receptacle.
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